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Chapter 1 Login and Registration

1.1 Download APP

Enter "smart life" in the app store, search for smart life app, download and install“ ”；

Android system IOS system

1.2 Start app and register account

1）After the installation is completed, click the desktop“ ”to start the app。

2）Users without an account can log in to one -click or on the password login page for
"register" application: password login → registration → enter the mobile phone number →
get the verification code → enter the verification code → set the password → complete, as
shown in the sequence of the figure below:





1.3 Register successfully and log in
1）Use a registered account login or use one -click login, WeChat, QQ login directly, as
shown in the figure below:

Chapter 2 Binding the water heater

2.1 Wi-Fi distribution network-quickly flash (recommended)：

Step 1: Manually enter the Wi-Fi distribution network mode: Long press the "Switch" key
and the "+" key to enter the pairing state in 5 seconds, the "cloud" icon flashes, the icon is
always displayed after the pairing is successful; If the pairing is unsuccessful or there is no
pairing, after 3 minutes, the icon does not display, exit the distribution network status, the
"cloud" icon stops flashing, the WiFi module no longer distributes the network. "+" Key for 5
seconds;

Step 2: Open the mobile phone WiFi function and connect to WIFI hotspots. WiFi hotspots
must be able to connect to the Internet normally, as shown in the figure: connecting WIFI
hotspot "QW9I".



Step 3: Open the "Smart Life" app, log in to the main interface, click "╋" or "add device" in
the upper right corner, enter the equipment type selection, select "water heater" in the "big
home appliance" device, enter the adding device interface.



Step 4: After selecting the water heater, enter the "Add Device" interface, and confirm that
the wire controller has operated into the "flash" distribution network mode. After the "cloud"
icon is in a flash state, click "Confirm the flashes of the indicator light", select "Quickly
Flash"; pop up the WiFi connection interface, enter the WIFI password that has been
connected to the mobile phone (must be consistent with the wifi connected to the mobile
phone), click the next step, and directly enter the device connection state.



Step 5: When "finding equipment", "Equipment registration to smart cloud", and "equipment
initialization" are all completed, the connection is successful, and the system prompts that
"the device is successful", the distribution network is successful. In this interface, you can
change the device name, select the equipment installation location (living room, master
bedroom ...), and then click to complete, directly enter the device operation main interface.

2.2 Wi-Fi distribution network-Slowly flash:

Step 1: Press the "switch" key and the "-" key for 5 seconds at the same time, and enter the
Wi-Fi distribution network mode slowly. The mobile phone can start with the network. "The
icon stops flashing, the WiFi module is no longer equipped with the network. To enter the
distribution network again, you need to press the" switch "key and the"-"key again for 5
seconds.

Step 2, 3: Consistent with Wi-Fi Distribution Network-Quickly Flash

Step 4: After selecting the water heater, enter the "Add Device" interface, and confirm that
the wire controller has operated into the "Slow Flash" distribution network mode. After the
"cloud" icon is in a slow flash state, click the "Confirm Synthetic Light Flash", select "Slow
Slow" "Flash"; pop up the WiFi connection interface, enter the WIFI password connected to
the mobile phone (must be consistent with the wifi connected by the mobile phone), click
the next step.



Pop-up "Connect the mobile phone Wi-Fi to the device hotspot", follow the prompts, click
"to connect";

Enter the mobile wifi connection interface and find the SmartLife_xxx connection, as shown
in the figure: Smartlife_868A, return to the "smart life" APP.If there is no connection to the
WIFI prompt, click to connect, and even return to the original distribution of the router wifi,
and the APP will automatically enter the device connection state.



Step 5: Same as Smart Distribution Network

Note: If the connection fails, please manually enter the "Slow Flash" distribution network
mode and press the above steps to connect again.
2.3 Software function operation
After the device is bound to be successful, enter the "device name" (modified) operation
page.Click the "Device Name" in "All Device" in the main interface of "Intelligent Life" and
enter the "Device Name" device operation page.
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